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86.419–2006 Engine displacement, motorcycle 
classes. 

86.420–78 Engine families. 
86.421–78 Test fleet. 
86.422–78 Administrator’s fleet. 
86.423–78 Test vehicles. 
86.425–78 Test procedures. 
86.426–78 Service accumulation. 
86.427–78 Emission tests. 
86.428–80 Maintenance, scheduled; test vehi-

cles. 
86.429–78 Maintenance, unscheduled; test ve-

hicles. 
86.430–78 Vehicle failure. 
86.431–78 Data submission. 
86.432–78 Deterioration factor. 
86.434–78 Testing by the Administrator. 
86.435–78 Extrapolated emission values. 
86.436–78 Additional service accumulation. 
86.437–78 Certification. 
86.438–78 Amendments to the application. 
86.439–78 Alternative procedure for notifica-

tion of additions and changes. 
86.440–78 Maintenance of records. 
86.441–78 Right of entry. 
86.442–78 Denial, revocation, or suspension 

of certification. 
86.443–78 Request for hearing. 
86.444–78 Hearings on certification. 
86.445–2006 What temporary provisions ad-

dress hardship due to unusual cir-
cumstances? 

86.446–2006 What are the provisions for ex-
tending compliance deadlines for small- 
volume manufacturers under hardship? 

86.447–2006 What provisions apply to motor-
cycle engines below 50 cc that are cer-
tified under the Small SI program or the 
Recreational-vehicle program? 

86.448–2006 What provisions apply to vehi-
cles certified under the Recreational-ve-
hicle program? 

86.449 Averaging provisions. 

Subpart F—Emission Regulations for 1978 
and Later New Motorcycles, Test Pro-
cedures 

86.501–78 Applicability. 
86.502–78 Definitions. 
86.503–78 Abbreviations. 
86.504–78 Section numbering. 
86.505–78 Introduction; structure of subpart. 
86.505–2004 Introduction; structure of sub-

part. 
86.508–78 Dynamometer. 
86.509–90 Exhaust gas sampling system. 
86.511–90 Exhaust gas analytical system. 
86.513–94 Fuel and engine lubricant speci-

fications. 
86.513–2004 Fuel and engine lubricant speci-

fications. 
86.514–78 Analytical gases. 
86.515–78 EPA urban dynamometer driving 

schedule. 
86.516–90 Calibrations, frequency and over-

view. 

86.518–78 Dynamometer calibration. 
86.519–90 Constant volume sampler calibra-

tion. 
86.521–90 Hydrocarbon analyzer calibration. 
86.522–78 Carbon monoxide analyzer calibra-

tion. 
86.523–78 Oxides of nitrogen analyzer cali-

bration. 
86.524–78 Carbon dioxide analyzer calibra-

tion. 
86.526–90 Calibration of other equipment. 
86.527–90 Test procedures, overview. 
86.528–78 Transmissions. 
86.529–98 Road load force and inertia weight 

determination. 
86.530–78 Test sequence, general require-

ments. 
86.531–78 Vehicle preparation. 
86.532–78 Vehicle preconditioning. 
86.535–90 Dynamometer procedure. 
86.536–78 Engine starting and restarting. 
86.537–90 Dynamometer test runs. 
86.540–90 Exhaust sample analysis. 
86.542–90 Records required. 
86.544–90 Calculations; exhaust emissions. 

AUTHORITY: 42 U.S.C. 7401–7671q. 

EDITORIAL NOTE: Nomenclature changes to 
part 86 appear at 60 FR 34377, June 30, 1995 
and 69 FR 18803, Apr. 9, 2004. 

§ 86.1 Reference materials. 
(a) The documents in paragraph (b) of 

this section have been incorporated by 
reference. The incorporation by ref-
erence was approved by the Director of 
the Federal Register in accordance 
with 5 U.S.C. 552(a) and 1 CFR part 51. 
Copies may be inspected at U.S. EPA, 
OAR, 401 M St., SW., Washington, DC 
20460, or at the National Archives and 
Records Administration (NARA). For 
information on the availability of this 
material at NARA, call 202–741–6030, or 
go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) The following paragraphs and ta-
bles set forth the material that has 
been incorporated by reference in this 
part. 

(1) ASTM material. The following 
table sets forth material from the 
American Society for Testing and Ma-
terials that has been incorporated by 
reference. The first column lists the 
number and name of the material. The 
second column lists the section(s) of 
this part, other than this section, in 
which the matter is referenced. Copies 
of these materials may be obtained 
from American Society for Testing and 
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Materials, 100 Barr Harbor Drive, West 
Conshohocken, PA 19428–2959. 

Document number and name 40 CFR part 86 reference 

ASTM E29–67 (Reapproved 1980), Standard Recommended Practice for Indicating 
Which Places of Figures Are To Be Considered Significant in Specified Limiting 
Values.

86.1105–87. 

ASTM E29–90, Standard Practice for Using Significant Digits in Test Data to Deter-
mine Conformance with Specifications.

86.609–84; 86.609–96; 86.609–97; 
86.609–98; 86.1009–84; 86.1009–96; 
86.1442; 86.1708–99; 86.1709–99; 
86.1710–99; 86.1728–99. 

ASTM D5186–91, Standard Test Method for Determination of Aromatic Content of 
Diesel Fuels by Supercritical Fluid Chromatography.

86.113–07; 86.1313–91; 86.1313–94; 
86.1313–98; 1313–2007. 

ASTM D2163–91, Standard Test Method for Analysis of Liquefied Petroleum (LP) 
Gases and Propane Concentrates by Gas Chromatography.

86.113–94; 86.1213–94; 86.1313–94. 

ASTM D1945–91, Standard Test Method for Analysis of Natural Gas By Gas Chro-
matography.

86.113–94; 86.513–94; 86.1213–94; 
86.1313–94. 

ASTM E29–93a, Standard Practice for Using Significant Digits in Test Data to Deter-
mine Conformance with Specifications.

86.098–15; 86.004–15; 86.007–11; 
86.007–15; 86.1803–01; 86.1823–01; 
86.1824–01; 86.1825–01; 86.1837–01. 

ASTM D2986–95a, (Reapproved 1999) Standard Practice for Evaluation of Air 
Assay Media by the Monodisperse DOP (Dioctyl Phthalate) Smoke Test.

86.1310–2007. 

ASTM F1471–93, Standard Test Method for Air Cleaning Performance of a High-Ef-
ficiency Particulate Air-Filter System.

86.1310–2007. 

ASTM D 975–04c Standard Specification for Diesel Fuel Oils ..................................... 86.1910, 86.213–11. 

(2) SAE material. The following table 
sets forth material from the Society of 
Automotive Engineers that has been 
incorporated by reference. The first 
column lists the number and name of 
the material. The second column lists 
the section(s) of this part, other than 
§ 86.1, in which the matter is ref-
erenced. The second column is pre-
sented for information only and may 
not be all inclusive. Copies of these 
materials may be obtained from Soci-
ety of Automotive Engineers Inter-
national, 400 Commonwealth Dr., 
Warrendale, PA, 15096–0001. 

Document No. and name 40 CFR part 86 reference 

SAE J1349, June 1990, En-
gine Power Test Code— 
Spark Ignition and Com-
pression Ignition.

86.094–8; 86.096–8 

SAE J1850 July 1995, Class 
B Data Communication 
Network Interface.

86.099–17; 86.1806–01 

SAE J1877, July 1994 Rec-
ommended Practice for 
Bar-Coded Vehicle Identi-
fication Number Label.

86.095–35; 86.1806–01 

SAE J1892 October 1993, 
Recommended Practice for 
Bar-Coded Vehicle Emis-
sion Configuration Label.

86.095–35; 86.1806–01 

SAE J1939–11, December 
1994, Physical Layer-250K 
bits/s, Shielded Twisted 
Pair.

86.005–17; 86.1806–05 

SAE J1939–13, July 1999, 
Off-Board Diagnostic Con-
nector.

86.005–17; 86.1806–05 

SAE J1939–21, July 1994, 
Data Link Layer.

86.005–17; 86.1806–05 

Document No. and name 40 CFR part 86 reference 

SAE J1939–31, December 
1997, Network Layer.

86.005–17; 86.1806–05 

SAE J1939–71, May 1996, 
Vehicle Application Layer.

86.005–17; 86.1806–05 

SAE J1939–73, February 
1996, Application Layer- 
Diagnostics.

86.005–17; 86.1806–05 

SAE J1939–81, July 1997, 
Recommended Practice for 
Serial Control and Commu-
nications Vehicle Net-
work—Part 81—Network 
Management.

86.005–17; 86.1806–05 

SAE J1962 January 1995, Di-
agnostic Connector.

86.099–17; 86.1806–01 

SAE J1979 July 1996, E/E 
Diagnostic Test Modes.

86.099–17; 86.1806–01 

SAE J2012 July 1996, Rec-
ommended Practice for Di-
agnostic Trouble Code 
Definitions.

86.099–17; 86.1806–01 

SAE Recommended Practice 
J1151, December 1991, 
Methane Measurement 
Using Gas Chroma-
tography, 1994 SAE Hand-
book—SAE International 
Cooperative Engineering 
Program, Volume 1: Mate-
rials, Fuels, Emissions, and 
Noise; Section 13 and 
page 170 (13.170).

86.111–94; 86.1311–94. 

SAE Recommended Practice 
J1937, November 1989, 
Engine Testing with Low 
Temperature Charge Air 
Cooler Systems in a Dyna-
mometer Test Cell.

86.1330–84; 86.1330–90. 

SAE J1850, Class B Data 
Communication Network 
Interface. (Revised, May 
2001).

86.005–17; 86.1806–04; 
86.1806–05 
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Document No. and name 40 CFR part 86 reference 

SAE J1930, Electrical/Elec-
tronic Systems Diagnostic 
Terms, Definitions, Abbre-
viations, and Acronyms— 
Equivalent to ISO/TR 
15031–2: April 30, 2002. 
(Revised, April 2002).

86.005–17; 86.1806–04; 
86.1806–05 

SAE J1939–11, Physical 
Layer—250K bits/s, Shield-
ed Twisted Pair. (Revised, 
October 1999).

86.005–17; 86.1806–04; 
86.1806–05 

SAE J1939–13, Off-Board Di-
agnostic Connector. (July 
1999).

86.005–17; 86.1806–04; 
86.1806–05 

SAE J1939–21, Data Link 
Layer. (Revised, April 
2001).

86.005–17; 86.1806–04; 
86.1806–05 

SAE J1939–31, Network 
Layer. (Revised, December 
1997).

86.005–17; 86.1806–04; 
86.1806–05 

SAE J1939–71, Vehicle Ap-
plication Layer—J1939–71 
(through 1999). (Revised, 
August 2002).

86.005–17; 86.1806–04; 
86.1806–05 

SAE J1939–73, Application 
Layer-Diagnostics. (Re-
vised, June 2001).

86.005–17; 86.1806–04; 
86.1806–05 

SAE J1939–81, Rec-
ommended Practice for Se-
rial Control and Commu-
nications Vehicle Network 
Part 81—Network Manage-
ment. (July 1997).

86.005–17; 86.1806–04;— 
86.1806–05 

SAE J1962, Diagnostic Con-
nector—Equivalent to ISO/ 
DIS 15031–3:December 
14, 2001. (Revised, April 
2002).

86.005–17;86.1806–04; 
86.1806–05 

SAE J1978, OBD II Scan 
Tool—Equivalent to ISO/ 
DIS 15031–4; December 
14, 2001. (Revised, April 
2002).

86.005–17;86.1806–04; 
86.1806–05 

SAE J1979, E/E Diagnostic 
Test Modes—Equivalent to 
ISO/DIS 15031–5: April 30, 
2002. (Revised, April 2002).

86.099–17;86.005–17; 
86.1806–01; 86.1806–04; 
86.1806–05 

SAE J2012, Diagnostic Trou-
ble Code Definitions— 
Equivalent to ISO/DIS 
15031–6: April 30, 2002. 
(Revised, April 2002,).

86.005–17; 86.1806–04; 
86.1806–05 

SAE Recommended Practice 
J1930 (Revised, May, 
1998), Electrical/ Electronic 
Systems Diagnostic Terms, 
Definitions, Abbreviations, 
and Acronyms.

86.096–38; 86.004–38; 
86.007–38; 86.1808–01; 
86.1808–07. 

SAE Recommended Practice 
J1979 (Revised, Sep-
tember, 1997), E/E Diag-
nostic Test Modes.

86.096–38; 86.004–38; 
86.007–38; 86.1808–01; 
86.1808–07. 

SAE Recommended Practice 
J2284–3 (May, 2001), High 
Speed CAN (HSC) for Ve-
hicle Applications at 500 
KBPS.

86.096–38; 86.004–38; 
86.007–38; 86.1808–01; 
86.1808–07. 

SAE Recommended Practice 
J2534 (February, 2002), 
Recommended Practice for 
Pass-Thru Vehicle Pro-
gramming.

86.096–38; 86.004–38; 
86.007–38; 86.1808–01; 
86.1808–07. 

(3) ANSI material. The following table 
sets forth material from the American 
National Standards Institute that has 
been incorporated by reference. The 
first column lists the number and name 
of the material. The second column 
lists the section(s) of this part, other 
than § 86.1, in which the matter is ref-
erenced. The second column is pre-
sented for information only and may 
not be all inclusive. Copies of these 
materials may be obtained from the 
American National Standards Insti-
tute, 11 West 42nd Street, 13th Floor, 
New York, NY 10036. 

Document number and name 40 CFR part 86 reference 

ANSI/AGA NGV1–1994, 
Standard for Compressed 
Natural Gas Vehicle (NGV) 
Fueling Connection De-
vices.

86.001–9; 86.004–9; 86.098– 
8; 86.099–8; 86.099–9; 
86.1810–01 

(4) California regulatory requirements. 
The following table sets forth Cali-
fornia regulatory requirements that 
have been incorporated by reference. 
The first column lists the name and 
date of the material. The second col-
umn lists the sections of the part, 
other than § 86.1, in which the matter is 
referenced. The second column is pre-
sented for information only and may 
not be all-inclusive. Copies of these 
materials may be obtained from U.S. 
EPA, Office of Air and Radiation, 1200 
Pennsylvania Ave., NW., Washington, 
DC 20460. 

Document No. and name 40 CFR part 86 reference 

California Regulatory Re-
quirements Applicable to 
the ‘‘LEV II’’ Program, in-
cluding:.

1. California Exhaust 
Emission Standards 
and Test Procedures 
for 2003 and Subse-
quent Model Zero- 
Emission Vehicles and 
2001 and Subsequent 
Model Hybrid Electric 
Vehicles, in the Pas-
senger Car, Light-duty 
Truck and Medium- 
duty Vehicle Classes. 
August 5, 1999.

86.1806–01; 86.1811–04; 
86.1844–01. 

2. California Non-Meth-
ane Organic Gas Test 
Procedures. August 5, 
1999.

86.1803–01; 86.1810–01; 
86.1811–04. 

VerDate Aug<31>2005 17:23 Aug 09, 2007 Jkt 211159 PO 00000 Frm 00173 Fmt 8010 Sfmt 8010 Y:\SGML\211159.XXX 211159



162 

40 CFR Ch. I (7–1–07 Edition) § 86.000–2 

Document No. and name 40 CFR part 86 reference 

California Regulatory Re-
quirements Applicable to 
the National Low Emission 
Vehicle Program, October 
1996. 

86.113–004; 86.612–97; 
86.1012–97; 86.1702–99; 
86.1708–99; 86.1709–99; 
86.1717–99; 86.1735–99; 
86.1771–99; 86.1775–99; 
86.1776–99; 86.1777–99; 
Appendix XVI; Appendix 
XVII. 

(5) ISO material. The following table 
sets forth material from the Inter-
national Organization of Standardiza-

tion that has been incorporated by ref-
erence. The first column lists the num-
ber and name of the material. The sec-
ond column lists the section(s) of this 
part, other than § 86.1, in which the 
matter is referenced. The second col-
umn is presented for information only 
and may not be all inclusive. Copies of 
these materials may be obtained from 
the International Organization for 
Standardization, Case Postale 56, CH– 
1211 Geneva 20, Switzerland. 

Document No. and name 40 CFR part 86 reference 

ISO 9141–2, February 1, 1994, Road vehicles—Diagnostic 
systems—Part 2: CARB requirements for interchange of dig-
ital information.

86.099–17; 86.1806–01; 86.1806–04; 86.005–17; 86.1806–05 

ISO 14230–4:2000(E) ‘‘Road vehicles—Diagnostic systems— 
KWP 2000 requirements for Emission-related systems’’, 
(June 1, 2000).

86.099–17; 86.1806–01; 86.1806–04; 86.005–17; 86.1806–05 

ISO 15765–4.3:2001, December 14, 2001, Road Vehicles— 
Diagnostics on Controller Area Network (CAN)—Part 4: Re-
quirements for emission-related systems.

86.005–17; 86.1806–04; 86.1806–05 

(6) NIST material. The following table 
lists material from the National Insti-
tute of Standards and Technology that 
we have incorporated by reference. The 
first column lists the number and name 
of the material. The second column 
lists the sections of this part where we 
reference it. Anyone may purchase cop-
ies of these materials from the Govern-

ment Printing Office, Washington, DC 
20402 or download them from the Inter-
net at http://www.nist.gov/. 

Document No. and name Part 86 
reference 

NIST Special Publication 811, Guide for the Use 
of the International System of Units (SI), 1995 
Edition. ............................................................... 86.1901 

[58 FR 16019, Mar. 24, 1993, as amended at 58 FR 58417, Nov. 1, 1993; 59 FR 48491, 59 FR 48491, 
Sept. 21, 1994; 59 FR 50073, Sept. 30, 1994; 60 FR 43887, Aug. 23, 1995; 61 FR 54877, Oct. 22, 1996; 
62 FR 31232, June 6, 1997; 62 FR 47119, Sept. 5, 1997; 62 FR 54715, Oct. 21, 1997; 63 FR 965, Jan. 
7, 1998; 63 FR 70694, Dec. 22, 1998; 64 FR 23920, May 4, 1999; 65 FR 6848, Feb. 10, 2000; 65 FR 59944, 
Oct. 6, 2000; 66 FR 5159, Jan. 18, 2001; 68 FR 35798, June 17, 2003; 68 FR 35798, June 17, 2003; 70 
FR 34619, June 14, 2005; 71 FR 77919, Dec. 27, 2006] 

Subpart A—General Provisions for 
Emission Regulations for 1977 
and Later Model Year New 
Light-Duty Vehicles, Light-Duty 
Trucks and Heavy-Duty En-
gines, and for 1985 and Later 
Model Year New Gasoline 
Fueled, Natural Gas-Fueled, 
Liquefied Petroleum Gas- 
Fueled and Methanol-Fueled 
Heavy-Duty Vehicles 

SOURCE: 42 FR 32907, June 28, 1977, unless 
otherwise noted. 

§ 86.000–2 Definitions. 

The definitions of § 86.098–2 continue 
to apply to 1998 and later model year 
vehicles. The definitions listed in this 
section apply beginning with the 2000 
model year. 

AC1 means a test procedure as de-
scribed in § 86.162–00 which simulates 
testing with air conditioning operating 
in an environmental test cell by adding 
the air conditioning compressor load to 
the normal dynamometer forces. 

AC2 means a test procedure as de-
scribed in § 86.162–00 which simulates 
testing with air conditioning operating 
in an environmental test cell by adding 
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